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Abstract
District heating networks are commonly addressed in the literature as one of the most effective solutions for decreasing the 
greenhouse gas emissions from the building sector. These systems require high investments which are returned through the heat
sales. Due to the changed climate conditions and building renovation policies, heat demand in the future could decrease, 
prolonging the investment return period. 
The main scope of this paper is to assess the feasibility of using the heat demand – outdoor temperature function for heat demand 
forecast. The district of Alvalade, located in Lisbon (Portugal), was used as a case study. The district is consisted of 665 
buildings that vary in both construction period and typology. Three weather scenarios (low, medium, high) and three district 
renovation scenarios were developed (shallow, intermediate, deep). To estimate the error, obtained heat demand values were 
compared with results from a dynamic heat demand model, previously developed and validated by the authors.
The results showed that when only weather change is considered, the margin of error could be acceptable for some applications
(the error in annual demand was lower than 20% for all weather scenarios considered). However, after introducing renovation 
scenarios, the error value increased up to 59.5% (depending on the weather and renovation scenarios combination considered). 
The value of slope coefficient increased on average within the range of 3.8% up to 8% per decade, that corresponds to the 
decrease in the number of heating hours of 22-139h during the heating season (depending on the combination of weather and 
renovation scenarios considered). On the other hand, function intercept increased for 7.8-12.7% per decade (depending on the 
coupled scenarios). The values suggested could be used to modify the function parameters for the scenarios considered, and 
improve the accuracy of heat demand estimations.
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1. Introduction 
Exploitation of shale gas by hydraulic fracturing (‘fracki ’) gained its controversial sta us after many well 
owners in the USA, whose wells we e in the vicinity of shal  gas pads, com lained about hanges in the quality of 
their drinking water. For example, studies by Jackson et al. [1] and Darrah et al. [2] suggest that some wells have 
been contaminated by stray gases, likely due to poor well construction. This followed exemption of shale gas 
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developments from much of the pre-existing environmental regulation in the USA [3]. Reports of such problems in 
the USA triggered public opposition in Europe at the time the first drilling permits were being awarded. As a 
consequence, a cautious approach is taken in Europe compared to the USA. Several potential impact types have been 
identified [3] and the need for baseline monitoring prior to any shale gas activity (which is missing in US regulation) 
has been widely acknowledged by the scientific community [4]. In Europe, Poland is the leader in shale gas 
exploration and exploitation, as one of the European countries with the largest estimated reserves, and twenty-seven 
horizontal wells have been hydraulically stimulated since 2010 [5]. Exploration for shale gas resources is generally 
well perceived in Poland and shows a strong acceptance by the population. 
As part of the European approach, the SHEER (SHale gas Exploration and Exploitation induced Risks) Project is 
one of a small number of research projects investigating shale gas risks, funded by the EU Horizon 2020 program. It 
aims to develop best practice in order to understand, prevent and mitigate the potential short- and long-term 
environmental impacts and risks from shale gas exploration and exploitation. Within the SHEER project, three major 
potential risk areas have been identified: induced seismicity, groundwater contamination and air pollution. 
Here, the focus is on understanding the groundwater contamination risks. Although much controversy has 
centered on the hypothesis that fracking (which is invariably at great depth) might create direct contaminant 
pathways with upward-oriented hydraulic gradients, previous studies have demonstrated that this is extremely 
unlikely [6]. Far more likely is pollution from surface or near-surface operations, involving transmission of gas or 
handling of co-produced waters. To interrogate these issues, a study has been carried out into a Quaternary aquifer, 
which provides drinking water in the study area and on which a drilling pad of recently-drilled and fracked shale gas 
wells is located. This shallow aquifer has already been monitored for more than one year, and information regarding 
the functioning of this aquifer can be extracted from the monitoring data. Thoughts regarding the monitoring of 
impacts of shale gas exploration on groundwater resources are also included in the discussion. 
2. Description of the study area 
The drilling pad is located in the Stara Kiszewa concession, about 40 km from the city of Gdańsk, in the 
Pomerania region, Northern Poland (Fig. 1). The region forms part of the Baltic Basin and has a simple geological 
structure which is relatively tectonically undeformed. 
2.1. Geological and hydrogeological setting of the drilling site 
Prior to commencement of any shale gas drilling operations, the drilling pad was constructed with impermeable 
liners and bunded drainage capture with the purpose of preventing any leakage of fluids at surface (from drilling, 
fracking or flowback of deep well fluids). The drilling pad hosts three boreholes drilled to a depth of about 4 km 
(Fig. 2). The vertical borehole (Wysin-1) was drilled in 2013 to prove the stratigraphic sequence. Subsequently two 
deviated boreholes (with 1 km laterals at depth) were drilled in autumn 2015 (Wysin-2H and Wysin-3H trending 
ESE and WNW respectively). The horizontal laterals of these boreholes are aligned roughly parallel to the general 
fault trend in the region (NW-SE faults; [7]) although faulting in the Lower Palaeozoic strata is rather limited [8,9].  
The vertical borehole Wysin-1 reaches Middle Cambrian deposits (54.5 m thick; [10]), which consist of black 
mudstones and clays interbedded with fine-grained quartz sandstones. The horizontal borehole Wysin-3H is drilled 
into Ordovician marls, claystones and shales belonging to the Prabuty Formation. This layer is relatively thin (~30 m 
thick). The other horizontal borehole (Wysin-2H) is drilled into Silurian shales, in the lower part of the succession 
(Wenlock Formation), which are almost 2 km in thickness. The Silurian shales are covered by about 400 m of 
Permian rocks, which include the Zechstein Formation. The Zechstein, consisting primarily of anhydrite and halite 
deposits, is effectively impermeable and acts as a sealing layer - as it does for many North Sea oil and gas reservoirs. 
It is followed by 600 m of Triassic strata, including Buntsandstein claystone-mudstones and Muschelkalk marls and 
dolomites with limestone intercalations and claystones. These are overlain by 300 m of Jurassic deposits. Cretaceous 
sediments (600 m thick) lie discordantly on the Jurassic: Lower Cretaceous sands and mudstones and Upper 
Cretaceous glauconitic sandstones, marly limestones and marls [7]. Finally, the sequence is completed by 100 m of 
Tertiary sediments from the Miocene (carbonaceous silty clays interbedded with sandy silts) and 100-150 m of 
Quaternary sediments resulting principally from the last glaciations. 
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developments from much of the pre-existing environmental regulation in the USA [3]. Reports of such problems in 
the USA triggered public opposition in Europe at the time the first drilling permits were being awarded. As a 
consequence, a cautious approach is taken in Europe compared to the USA. Several potential impact types have been 
identified [3] and the need for baseline monitoring prior to any shale gas activity (which is missing in US regulation) 
has been widely acknowledged by the scientific community [4]. In Europe, Poland is the leader in shale gas 
exploration and exploitation, as one of the European countries with the largest estimated reserves, and twenty-seven 
horizontal wells have been hydraulically stimulated since 2010 [5]. Exploration for shale gas resources is generally 
well perceived in Poland and shows a strong acceptance by the population. 
As part of the European approach, the SHEER (SHale gas Exploration and Exploitation induced Risks) Project is 
one of a small number of research projects investigating shale gas risks, funded by the EU Horizon 2020 program. It 
aims to develop best practice in order to understand, prevent and mitigate the potential short- and long-term 
environmental impacts and risks from shale gas exploration and exploitation. Within the SHEER project, three major 
potential risk areas have been identified: induced seismicity, groundwater contamination and air pollution. 
Here, the focus is on understanding the groundwater contamination risks. Although much controversy has 
centered on the hypothesis that fracking (which is invariably at great depth) might create direct contaminant 
pathways with upward-oriented hydraulic gradients, previous studies have demonstrated that this is extremely 
unlikely [6]. Far more likely is pollution from surface or near-surface operations, involving transmission of gas or 
handling of co-produced waters. To interrogate these issues, a study has been carried out into a Quaternary aquifer, 
which provides drinking water in the study area and on which a drilling pad of recently-drilled and fracked shale gas 
wells is located. This shallow aquifer has already been monitored for more than one year, and information regarding 
the functioning of this aquifer can be extracted from the monitoring data. Thoughts regarding the monitoring of 
impacts of shale gas exploration on groundwater resources are also included in the discussion. 
2. Description of the study area 
The drilling pad is located in the Stara Kiszewa concession, about 40 km from the city of Gdańsk, in the 
Pomerania region, Northern Poland (Fig. 1). The region forms part of the Baltic Basin and has a simple geological 
structure which is relatively tectonically undeformed. 
2.1. Geological and hydrogeological setting of the drilling site 
Prior to commencement of any shale gas drilling operations, the drilling pad was constructed with impermeable 
liners and bunded drainage capture with the purpose of preventing any leakage of fluids at surface (from drilling, 
fracking or flowback of deep well fluids). The drilling pad hosts three boreholes drilled to a depth of about 4 km 
(Fig. 2). The vertical borehole (Wysin-1) was drilled in 2013 to prove the stratigraphic sequence. Subsequently two 
deviated boreholes (with 1 km laterals at depth) were drilled in autumn 2015 (Wysin-2H and Wysin-3H trending 
ESE and WNW respectively). The horizontal laterals of these boreholes are aligned roughly parallel to the general 
fault trend in the region (NW-SE faults; [7]) although faulting in the Lower Palaeozoic strata is rather limited [8,9].  
The vertical borehole Wysin-1 reaches Middle Cambrian deposits (54.5 m thick; [10]), which consist of black 
mudstones and clays interbedded with fine-grained quartz sandstones. The horizontal borehole Wysin-3H is drilled 
into Ordovician marls, claystones and shales belonging to the Prabuty Formation. This layer is relatively thin (~30 m 
thick). The other horizontal borehole (Wysin-2H) is drilled into Silurian shales, in the lower part of the succession 
(Wenlock Formation), which are almost 2 km in thickness. The Silurian shales are covered by about 400 m of 
Permian rocks, which include the Zechstein Formation. The Zechstein, consisting primarily of anhydrite and halite 
deposits, is effectively impermeable and acts as a sealing layer - as it does for many North Sea oil and gas reservoirs. 
It is followed by 600 m of Triassic strata, including Buntsandstein claystone-mudstones and Muschelkalk marls and 
dolomites with limestone intercalations and claystones. These are overlain by 300 m of Jurassic deposits. Cretaceous 
sediments (600 m thick) lie discordantly on the Jurassic: Lower Cretaceous sands and mudstones and Upper 
Cretaceous glauconitic sandstones, marly limestones and marls [7]. Finally, the sequence is completed by 100 m of 
Tertiary sediments from the Miocene (carbonaceous silty clays interbedded with sandy silts) and 100-150 m of 
Quaternary sediments resulting principally from the last glaciations. 
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Fig. 1. Location of the drilling pad (marked Wysin-1), the surface projections of the laterals in theWysin-2H and Wysin-3H wells, the 
groundwater monitoring wells (GW1-4) that forms the core of the aquifer monitoring network. Red square in insert map marks the location of the 
study area. 
 
Fig. 2. Location of the shale gas boreholes and the stratigraphy through which they are drilled. 
The Quaternary sediments form a multi-layered aquifer, the most productive horizon of which hosts the Intra-
moraine reservoir Gołębiewo (Main Groundwater Reservoir No. 116). The region is rural and the population around 
the shale gas pad relies on this aquifer as a source of drinking water and for agricultural use. South and east of the 
pad run the rivers Wietcisa and Rutkownica (a tributary of the Wietcisa), which act as local discharge zones for the 
aquifer. The general direction of the groundwater flow is from north to south towards the Wietcisa River [7]. 
2.2. Stratigraphy of the Quaternary aquifer 
The Quaternary aquifer consists of a succession of permeable strata (sands and gravels) alternating with less 
permeable sediments (silt, till and clay). Originating from the last glaciations in Poland, the stratigraphy is likely to 
be strongly heterogeneous with intersecting lenses of differing sedimentary materials [11,12].  
Fig. 2 shows a simplified stratigraphy based on the groundwater borehole logs. The presence of a more or less 
continuous low-permeability layer gives the aquifer a semi-confined to confined character.  
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Fig. 3. Simplified 2D-vertical geological cross-sections (location identified in Fig. 1) based on the stratigraphy recorded during the drilling of the 
monitoring wells and from nearby wells. For clarity, the diameter of the wells has been exaggerated, all monitoring boreholes are 150 mm 
diameter. 
2.3. Groundwater monitoring network 
A groundwater monitoring network was installed during autumn 2015 and consists of four groundwater wells; 
their locations are shown in Fig. 1. The wells were drilled into the main Quaternary aquifer. The layout was designed 
bearing in mind the anticipated dominant groundwater flow direction imposed by the hydraulic effects of the gaining 
streams that partially penetrate the aquifer. Thus GW1 is located upgradient of the shale gas drilling pad and acts as 
a control, GW2 and GW3 are downgradient of Wysin-2H and Wysin-3H respectively, and GW4 is downgradient 
from the drilling pad (Fig. 1). It is worth noting that GW2 is a flowing artesian well which is kept closed with a 
pressure cap except during sampling. 
The groundwater monitoring started as soon as the monitoring wells were installed. The baseline monitoring 
lasted for 6 months, until the stimulation of the horizontal wells in June and July 2016 (Wysin-2H and Wysin-3H 
respectively). During this 6-month period, four sampling rounds were carried out (in December 2015, February, 
March and April 2016). One site visit was completed in June 2016, between the two fracking periods. A sample of 
‘frac’ fluid was collected during the fracking at Wysin-2H, as well as a sample of flowback fluid 24 days after 
completion of the fracture stimulation at Wysin-2H. Post-frac monitoring has been ongoing since August 2016, with 
one visit per month in 2016 and an average of one visit every two months in 2017. 
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3. Material and methods 
3.1. Meteorological data 
A meteorological station (Davis Vantage Pro2 Plus) was installed in February 2016 in the village of Stary Wiec 
(Fig. 1), as part of the equipment for monitoring air pollution within the SHEER Project. The station measures 
temperature, atmospheric pressure, rainfall, wind speed and direction, solar and UV radiation with a time step of one 
minute. The reference evapotranspiration (ET0) is automatically calculated by the station using the measured 
parameters. The data are consequently aggregated to give a more convenient time step (daily). 
3.2. Monitoring of groundwater levels 
A downhole probe (CTD-Diver, Schlumberger) was installed in each borehole at the mid-point of the screen, in 
December 2015 (see screen locations in Fig. 3). These probes measure the pressure above the transducer, the 
groundwater temperature and specific conductivity at 15-minute intervals. Their specifications vary from one well to 
another. Three transducers (GW1, GW3 and GW4) have a 100-m range and measure the pressure with an accuracy 
of ±5 cm and a resolution of 2 cm. The transducer in GW2 has a range of 50 m with accuracy of ±2.5 cm and 
resolution of 1 cm. Since the transducers are non-vented (measuring absolute pressure), a barometric transducer 
(Baro-Diver, Schlumberger) was installed in GW1 to record the variations of atmospheric pressure and air 
temperature. This transducer has a range of 1.5 m, with accuracy of ±0.5 cm and resolution of 0.2 cm. Transducers 
in the non-flowing wells have direct-read cables that can be connected directly to a computer at surface, with no 
requirement to remove the transducer during data download.  The transducer in GW2 and the barometric transducer 
are suspended on high-quality cord (Dyneema) and have to be removed to download the data. The data are 
downloaded during each site visit from each transducer. When the transducers’ memory is nearly full, they are 
restarted to avoid gaps in the data. 
Groundwater pressure data have been processed to remove abnormal data if present. Data are regularly checked 
against manual measurements of groundwater levels to identify any discrepancies. Data are compensated for 
barometric effects using the graphical method from Gonthier [13] for GW2 (closed well) and using the regression 
deconvolution described in Rasmussen and Crawford [14] and implemented in BETCO by Toll and Rasmussen [15] 
for GW1, GW3 and GW4 (open wells). 
3.3. Purging and sampling of the wells 
The wells are purged using a submersible pump (GRUNDFOS® model SQE-2-85) placed a few meters below 
the water level (approximately 2 m below the previously observed drawdown to avoid the pump running dry) to 
ensure a good-quality purge. Samples are taken after removal of three wellbore volumes and following stabilization 
of the physico-chemical parameters. The physico-chemical parameters (temperature, pH, electrical conductivity, 
specific conductivity, dissolved oxygen, and oxidation-reduction potential) are measured using a multi-parameter 
probe (model YSI Professional Plus); this is calibrated each day and measurements are taken whilst the probe is 
submerged in a bucket. 
For major ion and metal analyses, a 1-litre plastic bottle is filled up to the neck. In addition to the laboratory 
measurement, total alkalinity is determined in the field using a HACH® kit for field titration. Each titration is 
performed with 0.16 N sulfuric acid on 100 ml of freshly collected sample to which a Bromcresol Green-Methyl 
Red indicator powder pillow has been added. Major ions, metals and dissolved gases are analyzed by the Concept 
Life Sciences Laboratory (East Kilbride, UK).  
Samples for water stable isotope analysis (δ18O and δ2H) are collected in 15-ml glass vials. To avoid the presence 
of bubbles, the vial is submerged in the bucket and the cap screwed on while water is flowing through the bucket. 
Each sample is taken in sequential triplicates. The vial cap is taped to minimize water losses (and thus fractionation) 
by evaporation. These samples are analyzed at the Scottish Universities Environmental Research Laboratories 
(SUERC, East Kilbride, UK).  
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All bottles are free of preservatives and are rinsed before sampling. Samples are kept at 4°C during transport and 
storage before being dispatched to the laboratories. 
3.4. Analytical methods 
Filtration and acidification prior to analysis are performed by the laboratory for cation and metal analyses. They 
are analyzed either by Inductively Coupled Plasma - Optical Emission Spectrophotometry (ICP-OES) or Inductively 
Coupled Plasma - Mass Spectrometry (ICP-MS) depending on the element.  
Anions are analyzed by Discrete Analyzer for SO42- and Ion Chromatography (IC) for Cl-, F- and Br-. In addition 
to being determined in the field, alkalinity is measured in the lab by titration on filtered samples (since December 
2016, analysis has been undertaken by Discrete Analyzer).  
Stable isotopes δ18O and δ2H are analyzed on a Thermo Scientific Delta V mass spectrometer and VG Optima 
mass spectrometer respectively. Final values for δ18O and δ2H are reported as per mil (‰) variations from the V-
SMOW standard in standard delta notation. 
3.5. Recharge model 
A recharge model was built in order to explain the observed groundwater level variations and the water stable 
isotope signature in the groundwater. The recharge model is based on the method developed by the United Nations 
Food and Agriculture Organization (FAO) [16]. Although this model was originally developed for irrigation 
purposes at field scale, it has successfully been used at catchment scale [17]. Data from the meteorological station in 
Stary Wiec are used as input. Other variables are estimated using tables available in Allen et al. [16]. A runoff 
coefficient of 0.2 was estimated based on the soil type and cover [18]. Five types of vegetation and crops 
representative of the soil occupation at the catchment scale were considered: wood, wheat, corn, rye grass and 
pasture. A sub-model was developed for each vegetation type. The final model represents an averaged recharge 
model at the catchment scale, with each sub-model weighted by the aerial surface covered by the corresponding crop 
(25% Wheat, 25% Rye Grass, 20% Wood, 15% Corn and 15% Pasture). This distribution is based on field 
observations. 
4. Results and discussion 
4.1. General trends in groundwater level variations 
The variation in groundwater levels in the four monitoring wells are shown in Fig. 4. Excluding variations 
resulting from pumping during sampling visits, four significant periods can be defined based on the water level 
variations in GW3. Groundwater levels were relatively stable (±0.05 m) during the first month of monitoring in all 
the wells. Groundwater levels then significantly increased in GW3 at the end of winter 2015-16, continuing into 
spring 2016 (+1.4 m). During this period, groundwater levels increased slightly in GW1 (+0.12 m) and GW4 (+0.05 
m) whereas they decreased (albeit with short-term fluctuations) in GW2 (-0.2 m). During summer and early autumn 
2016, the levels were stable in GW3 and GW2 and slightly decreasing in GW1 (~ -0.1 m) and GW4 (-0.05 m). 
Finally, a general increase is observed since autumn 2016 (at least until April 2017). This increase does not happen 
at the same time and with the same amplitude in all the monitoring wells: it is first apparent in GW2 in October 
2016 (increase of ~30 cm in 6 months), followed by GW4 in November 2016 (~30 cm in 4.5 months) and finally 
GW1 and GW3 around the same time (beginning of 2017; ~30 cm in GW1 and ~40 cm in GW3 over 3 months). 
Considering these four periods, the same general trend is observed in the four wells with varying amplitude and time 
lags. These observations suggest little recharge reached the aquifer from May to October in 2016. 
These observations do not tie in with the general rainfall pattern, characterized in 2016 by a dry spring, a very 
wet summer and quite a wet autumn. Winter 2016-17 was also rather dry. Assuming a constant recharge rate (e.g. 
30% of rainfall), this would suggest that the current groundwater level increases result from recharge occurring in 
the summer period and reaching the wells with a time lag (variable depending on the location of the wells). 
Otherwise, the recharge pattern is different from the rainfall pattern.  
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Finally, some abrupt variations of groundwater levels are observed in GW2 around the period of the fracking. 
However, some were also observed in this same well before the fracking. These same variations are smoother in 
GW1 and GW4, and are possibly masked by the general increasing trend in GW3. These variations are not yet fully 
understood but may be related to the confined nature of the aquifer near the rivers. 
 
 
Fig. 4. Daily rainfall and variations of groundwater levels in the monitoring wells during the monitoring period. For GW3, note: (1) the difference 
of scale for GW3, with ticks every meter, and (2) the distinctive recovery periods (~1 week) as a result of pumping for sampling. 
4.2. Water stable isotopes (δ18O and δ2H) 
Samples analyzed for water stable isotopes plot near the interpolated Local Meteoric Water Line (LMWL; 
[19,20]; Fig. 5). As expected in such settings, this observation confirms that the recharge comes from recently 
infiltrated precipitation. The samples plot between the average monthly rainfall signatures of April and October and 
the interpolated annual signature. It suggests that either the recharge is yearly averaged (as often observed in 
groundwater under a temperate climate) or occurs principally during the months of April and/or October. 
Regarding the impact of shale gas on shallow groundwater resources, the isotopic signatures of samples taken 
before, during and after the fracking are similar, considering the laboratory uncertainties on the measurements. In 
contrast, the stable isotope signature of the flowback fluid is significantly different. In the event of flowback fluid 
leakage to the aquifer, a shifting of the groundwater signature towards the flowback fluid would be expected. 
4.3. Recharge model 
Although precipitation levels were relatively low at the end of winter 2016-17 (47.4 mm), they do contribute to 
aquifer recharge (25.9 mm, > 50% of the total precipitation). Only a small volume of the spring rainfall and intense 
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rainfall of summer 2016 is indicated to reach the aquifer (17.9 mm, ~7% of the rainfall during spring and summer, 
with no recharge in May or June 2016). Most of the precipitation is lost by evapotranspiration from the crops. After 
harvesting during late summer/early autumn, the aquifer recharge from precipitation becomes more efficient 
(132 mm of recharge, 60% of the precipitation) from October until the next cropping season (Fig. 6). 
 
 
Fig. 5. Stable isotope signature of groundwater. LMWL data from IAEA [20] and interpolated by Terzer et al. [19]. Error bars for red dots and 
green triangles are the same as for the purple cross. For clarity, these have been omitted. 
The recharge model based on 2016 precipitation data indicates that most of the recharge occurs before April and 
after October. Using just the single year of available data does not allow accurate or definitive examination of any 
possible linkage between the isotopic composition of the groundwater and the average isotopic signature of the 
rainwater, nor does it allow unequivocal determination for the occurrence of recharge in April and/or October. All 
that can be stated here is that, in 2016, the highest recharge rate of 39.9 mm occurred in October. 
The recharge pattern observed in 2016 would explain the water level variations observed in the wells i.e. a 
general increase since October 2016. The lag time between the recharge event and the observed change in 
groundwater level, as well as the observed difference in the water level increase in the different monitoring wells, 
reflect the complex structure and heterogeneity of the Quaternary aquifer. The confining till layer, with a low 
hydraulic conductivity and a variable thickness, can significantly delay the recharge to the aquifer. In some places, 
this layer is expected to be discontinuous, thus creating local recharge zones. In addition, the actual crop spatial and 
temporal distribution might also impact on the spatial variability of the recharge to a lesser extent. 
 
 
Fig. 6. Recharge model calculated using the FAO method [16] using a variety of types of groundcover vegetation and crops (25% Wheat, 25% 
Rye Grass, 20% Wood, 15% Corn and 15% Pasture). 
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4.4. Groundwater chemistry and other parameters 
Analytical results (not shown here) indicate that the groundwater quality is similar in the four monitoring wells. 
The groundwater has a low mineral content, with specific electrical conductivity values varying between 400 and 
500 µS/cm. Calcium and bicarbonate are the dominant ions (Ca-HCO3 water type), as would be expected in an 
aquifer located in highly transmissive Quaternary sediments that are regularly recharged by recently infiltrated 
rainwater. The groundwater temperature of the aquifer is about 8°C and stable all year round. The groundwater has a 
good chemical quality and is suitable for use as drinking water for all parameters measured except manganese, 
where the concentrations are two to three times the maximum permitted concentration for drinking water [21]. 
Groundwater samples have not been tested for microbial quality. The chemical quality of the groundwater is similar 
to reported groundwater quality in other aquifers in the region [12]. 
In contrast, the frac fluid and flowback fluid show very distinct chemical signatures, differing markedly both 
from each other and from the shallow groundwater. As a result of mixing between chemicals (e.g. choline chloride) 
and surface water, the frac fluid has sodium and chloride concentrations approximately 20 times higher than those in 
the groundwater, 4-5 times lower calcium levels, twice as much magnesium and 10 times as much manganese. The 
flowback fluid is highly mineralized, with concentrations of major and minor ions several orders of magnitude 
higher than concentrations in the groundwater. The flowback fluid has a similar chemical composition to brines 
from the Canadian Shield [22]. Should any leakage of flowback fluid to the aquifer occur, an obvious change in the 
groundwater chemistry would be expected, given the very different chemical composition of the flowback fluid (in a 
similar manner to the changes anticipated in water isotopic composition in the event of a leak). To date, the 
groundwater chemistry has been relatively stable and no short-term or early-stage impacts have been identified. 
5. Conclusion and perspectives 
A robust understanding of the composition and behavior of hydrogeological systems near a shale gas site is 
essential in this controversial debate. The shallow aquifer surrounding the shale gas study site in Poland is used by 
the local population for drinking water and irrigation. It is a typical Quaternary aquifer with a heterogeneous 
structure consisting of permeable layers of sands and gravels alternating with less permeable layers, resulting from 
the last glaciations. The aquifer has a semi-confined to confined character around the drilling site. During the 
monitoring period, the wells show similar variation in water levels, although with variable time lags and intensity, a 
result of the aquifer heterogeneity which dampens and delays the signal. These water level variations can be 
explained by a simplified recharge model, which shows that, in 2016, most of the recharge occurred during the 
months of October to December. The groundwater chemistry is typical of young, shallow aquifers with regular 
recharge and low residence times, resulting in relatively low mineralization. This is demonstrated by the specific 
conductivity (400-500 µS/cm), major ion chemistry (Ca-HCO3 water type) and water stable isotope composition 
(plots on LMWL). All these parameters remained stable during the baseline monitoring period. 
The flowback fluid produced from shale gas operations has a significantly different chemical composition and 
isotopic signature from the natural groundwater. As a result, some change to the chemical and isotopic composition 
of the groundwater would be expected in the event of flowback fluid leakage to the aquifer. This preliminary 
interpretation suggests that there have been no short-term impacts on the physico-chemical properties of the 
groundwater during the monitoring period to date (less than one year). Similarly, no changes to water levels were 
detected that could be attributable to hydraulic fracturing. Statistical methods are currently being tested to allow 
drawing of robust conclusions concerning the impacts or absence of impacts on groundwater resources, and their 
statistical significance. In addition, the flowback fluid composition has not been fully characterized and additional 
analyses are planned to improve this understanding. 
The recharge model will be used as an input to the hydrogeological model that is being developed to provide 
further understanding of the aquifer behavior. This will also help to validate the recharge model through numerical 
modeling of the observed water levels and give some insights on the influence of aquifer heterogeneity on the 
aquifer reaction to recharge. Once the model has been calibrated, it will be used to assess the impacts of various 
contamination scenarios on the aquifer and its groundwater resource. 
10 Montcoudiol et al. / Energy Procedia 00 (2017) 000–000 
Acknowledgements 
This project has received funding from the EU’s Horizon 2020 research and innovation program under grant No 
640896. 
The authors would like to thank Alison McDonald (SUERC) for carrying out the water stable isotope analyses 
and Prof. A. Boyce (SUERC) and D. Banks (University of Glasgow / Holymoor Consultancy Ltd) for constructive 
discussions. We also thank two anonymous reviewers who helped improve the overall quality of the manuscript. 
References 
[1] Jackson Robert B., Avner Vengosh, Thomas H. Darrah, Nathaniel R. Warner, Adrian Down, Robert J. Poreda, Stephen G. Osborn, Kaiguang 
Zhao, and Jonathan D. Karr. (2013) "Increased stray gas abundance in a subset of drinking water wells near Marcellus shale gas extraction." 
Proceedings of the National Academy of Sciences 110.28 (2013): 11250-11255. 
[2] Darrah Thomas H., Avner Vengosh, Robert B. Jackson, Nathaniel R. Warner, and Robert J. Poreda. (2014) "Noble gases identify the 
mechanisms of fugitive gas contamination in drinking-water wells overlying the Marcellus and Barnett Shales." Proceedings of the National 
Academy of Sciences 111.39 (2014): 14076-14081. 
[3] Mair R, M Bickle, D Goodman, B Koppelman, J Roberts, R Selley, Z Shipton, H Thomas, A Walker, E Woods, and Paul L Younger. (2012) 
"Shale gas extraction in the UK: a review of hydraulic fracturing." London, UK: Royal Society and Royal Academy of Engineering. 
[4] Jackson RE, AW Gorody, B Mayer, JW Roy, MC Ryan, and DR Van Stempvoort. (2013) "Groundwater protection and unconventional gas 
extraction: The critical need for field-based hydrogeological research." Groundwater 51.4 (2013): 488-510. 
[5] PGI-NRI. (2016) "Shale gas exploration status in Poland as of April 2016." Polish Geological Institute - National Research Institute. 
Available from: http://infolupki.pgi.gov.pl/en/exploration-status/news/shale-gas-exploration-status-poland-april-2016, last accessed May 
2017. 
[6] Younger Paul L. (2016) "How can we be sure fracking will not pollute aquifers? Lessons from a major longwall coal mining analogue (Selby, 
Yorkshire, UK)." Earth and Environmental Science Transactions of the Royal Society of Edinburgh 106.02 (2016): 89-113. 
[7] PGI-NRI, AGH, and PG. (2015) "The environment and shale gas exploration - Results of studies on the soil-water environment, ambient air, 
acoustic climate, process fluids and wastes." Warsaw, Poland: Polish Geological Institute – National Research Institute, AGH University of 
Science and Technology in Krakow & Gdańsk University of Technology. Available from: 
http://www.gdos.gov.pl/files/artykuly/38173/The_environment_and_shale_gas_exploration_RESULTS_OF_STUDIES_ON_THE_SOIL_W
ATER_ENVIRONMENT_AMBIENT_AIR_ACOUSTIC_CLIMATE_PROCESS_FLUIDS_AND_WASTES.pdf. 
[8] PGI-NRI. (2012) "Assessment of shale gas and shale oil resources of the Lower Paleozoic Baltic-Podlasie-Lublin Basin in Poland." Warsaw, 
Poland: Polish Geological Institute - National Research Institute. Available from: https://www.pgi.gov.pl/en/docman/aktualnosci-
2012/zasoby-gazu/769-raport-en/file.html. 
[9] Shogenova Alla, Saulius Sliaupa, Rein Vaher, Kazbulat Shogenov, and Raisa Pomeranceva. (2009) "The Baltic Basin: structure, properties of 
reservoir rocks, and capacity for geological storage of CO2." Estonian Journal of Earth Sciences 58.4 (2009): 259-267. 
[10] Makos Michał. (2014) "Activities of PGNiG in exploration of unconventional hydrocarbon resources in Poland." Warsaw, Poland: Institute 
of Geological Sciences of Polish Academy of Sciences (ING PAN). Available from: 
http://www.ing.pan.pl/Atlab/Presentations/Sci_4_Ind_2014/Presentations/06_presentation_PGNiG.pdf. 
[11] Petelski Krzysztof. (2011) "The influence of sub-quaternary basement on the relief in the eastern part of the Pomeranian Lakeland, Poland." 
Annales Societatis Geologorum Poloniae 81(2011): 105-114. 
[12] Pruszkowska Małgorzata, and Grzegorz Malina. (2008) "Hydrogeochemistry and vulnerability of groundwater in the moraine upland 
aquifers of the Gdańsk region (Northern Poland)." Geological Quarterly 52.3 (2008): 291-300. 
[13] Gonthier Gerard J. (2007) "A graphical method for estimation of barometric efficiency from continuous data-concepts and application to a 
site in the Piedmont, Air Force Plant 6, Marietta, Georgia." Reston, Virginia, USA: U.S. Geological Survey. Available from: 
http://pubs.usgs.gov/sir/2007/5111/pdf/sir2007-5111.pdf. 
[14] Rasmussen Todd C., and Leslie A. Crawford. (1997) "Identifying and removing barometric pressure effects in confined and unconfined 
aquifers." Ground Water 35.3 (1997): 502-511. 
[15] Toll Nathanial J., and Todd C. Rasmussen. (2007) "Removal of barometric pressure effects and Earth tides from observed water levels." 
Ground Water 45.1 (2007): 101-105. 
[16] Allen Richard G, Luis S Pereira, Dirk Raes, and Martin Smith. (1998) "Crop evapotranspiration - Guidelines for computing crop water 
requirements - FAO Irrigation and drainage paper 56." Rome: Food and Agriculture Organisation. Available from: 
http://www.fao.org/docrep/X0490E/X0490E00.htm. 
[17] Quinn SA, D Liss, D Johnson, JJ Van Wonderen, and T Power. (2012) "Recharge estimation methodologies employed by the Environment 
Agency of England and Wales for the purposes of regional groundwater resource modelling." Geological Society, London, Special 
Publications 364.1 (2012): 65-83. 
[18] McCuen Richard H. (1989) Hydrologic analysis and design. 2nd ed. Upper Saddle River, New Jersey, USA: Prentice Hall  
[19] Terzer S, LI Wassenaar, LJ Araguás-Araguás, and PK Aggarwal. (2013) "Global isoscapes for δ18O and δ2H in precipitation: improved 
prediction using regionalized climatic regression models." Hydrology and Earth System Sciences 17.11 (2013): 4713-4728. 
[20] IAEA. (2016) "RCWIP (Regionalized Cluster-Based Water Isotope Prediction) Model – gridded precipitation δ18O|δ2H| δ18O and δ2H 
isoscape data." Vienna, Austria: International Atomic Energy Agency. Available from: http://www.iaea.org/water, last accessed April 2016. 
[21] Kot-Wasik Agata. (n.d.) "Water Quality Control - Part VI. Polish and international regulations." Politechnika Gdanska (Gdansk University 
of Technology). Available from: http://www.pg.gda.pl/chem/Dydaktyka/Analityczna/WQC/WATER_REG.pdf. 
[22] Frape SK, Peter Fritz, and RH t McNutt. (1984) "Water-rock interaction and chemistry of groundwaters from the Canadian Shield." 
Geochimica et Cosmochimica Acta 48.8 (1984): 1617-1627. 
 Nelly Montcoudiol et al. / Energy Procedia 125 (2017) 106–115 115
 Montcoudiol et al. / Energy Procedia 00 (2017) 000–000  9 
4.4. Groundwater chemistry and other parameters 
Analytical results (not shown here) indicate that the groundwater quality is similar in the four monitoring wells. 
The groundwater has a low mineral content, with specific electrical conductivity values varying between 400 and 
500 µS/cm. Calcium and bicarbonate are the dominant ions (Ca-HCO3 water type), as would be expected in an 
aquifer located in highly transmissive Quaternary sediments that are regularly recharged by recently infiltrated 
rainwater. The groundwater temperature of the aquifer is about 8°C and stable all year round. The groundwater has a 
good chemical quality and is suitable for use as drinking water for all parameters measured except manganese, 
where the concentrations are two to three times the maximum permitted concentration for drinking water [21]. 
Groundwater samples have not been tested for microbial quality. The chemical quality of the groundwater is similar 
to reported groundwater quality in other aquifers in the region [12]. 
In contrast, the frac fluid and flowback fluid show very distinct chemical signatures, differing markedly both 
from each other and from the shallow groundwater. As a result of mixing between chemicals (e.g. choline chloride) 
and surface water, the frac fluid has sodium and chloride concentrations approximately 20 times higher than those in 
the groundwater, 4-5 times lower calcium levels, twice as much magnesium and 10 times as much manganese. The 
flowback fluid is highly mineralized, with concentrations of major and minor ions several orders of magnitude 
higher than concentrations in the groundwater. The flowback fluid has a similar chemical composition to brines 
from the Canadian Shield [22]. Should any leakage of flowback fluid to the aquifer occur, an obvious change in the 
groundwater chemistry would be expected, given the very different chemical composition of the flowback fluid (in a 
similar manner to the changes anticipated in water isotopic composition in the event of a leak). To date, the 
groundwater chemistry has been relatively stable and no short-term or early-stage impacts have been identified. 
5. Conclusion and perspectives 
A robust understanding of the composition and behavior of hydrogeological systems near a shale gas site is 
essential in this controversial debate. The shallow aquifer surrounding the shale gas study site in Poland is used by 
the local population for drinking water and irrigation. It is a typical Quaternary aquifer with a heterogeneous 
structure consisting of permeable layers of sands and gravels alternating with less permeable layers, resulting from 
the last glaciations. The aquifer has a semi-confined to confined character around the drilling site. During the 
monitoring period, the wells show similar variation in water levels, although with variable time lags and intensity, a 
result of the aquifer heterogeneity which dampens and delays the signal. These water level variations can be 
explained by a simplified recharge model, which shows that, in 2016, most of the recharge occurred during the 
months of October to December. The groundwater chemistry is typical of young, shallow aquifers with regular 
recharge and low residence times, resulting in relatively low mineralization. This is demonstrated by the specific 
conductivity (400-500 µS/cm), major ion chemistry (Ca-HCO3 water type) and water stable isotope composition 
(plots on LMWL). All these parameters remained stable during the baseline monitoring period. 
The flowback fluid produced from shale gas operations has a significantly different chemical composition and 
isotopic signature from the natural groundwater. As a result, some change to the chemical and isotopic composition 
of the groundwater would be expected in the event of flowback fluid leakage to the aquifer. This preliminary 
interpretation suggests that there have been no short-term impacts on the physico-chemical properties of the 
groundwater during the monitoring period to date (less than one year). Similarly, no changes to water levels were 
detected that could be attributable to hydraulic fracturing. Statistical methods are currently being tested to allow 
drawing of robust conclusions concerning the impacts or absence of impacts on groundwater resources, and their 
statistical significance. In addition, the flowback fluid composition has not been fully characterized and additional 
analyses are planned to improve this understanding. 
The recharge model will be used as an input to the hydrogeological model that is being developed to provide 
further understanding of the aquifer behavior. This will also help to validate the recharge model through numerical 
modeling of the observed water levels and give some insights on the influence of aquifer heterogeneity on the 
aquifer reaction to recharge. Once the model has been calibrated, it will be used to assess the impacts of various 
contamination scenarios on the aquifer and its groundwater resource. 
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